
 

 

Liquid Force pays 
attention to detail, with 
meticulous graphics and 

designs without 
compromise to 
performance 

Function & fashion -
Double layers of triple 
stitching along & 
around the struts for 
maximum strength. 
Anti snag strut 
webbing but also 
insane graphics. 

Left-  Double action metal shaft pump. Right-  Entry zips to leading 
edge bladder at the wing tips and centre. Tough scratch protection 
panels on critical points to protect stitching and leading edge wear 

whilst turning the kite over or landboarding 

Liquid Force Havoc Generation 4 - 2010 

For 2010 the Havoc 4th Generation is conjured up, following 3 successful predecessors. Initially conceived in 2007, four years of continual development 
has helped create the ultimate SLE kite. Fast turning, huge boosting, great hang time, stable and aggressive unhooked, easy relaunch and incredible raw 

power ı this kite has it all. 

 

 

                                                                             

 

                      

 

 

 

 

 

 

 

 

 

 

 

 

 

          

 

 

 

 

 

 

 

 

Ultra Thin Strut Design-  Streamlined & 
aerodynamic to penetrate through the air, 

yet still structurally solid but a deeper profile 
for even more low end power. 

4 Strut light weight performance profile 

For 2010 the Havoc has developed a 4 strut technology and spread them accordingly 
along the canopy for a strong solid structure.  
The advantage of this new design is a lighter kite with faster response from bar input, 
increased lift, additional low end power with a cleaner feel and smoother air flow 
across the main wind catchment area of the kite ı the centre.  
This cleaner free flow of air over the kites profile increases performance with more 
hang time, and better upwind capabilities, not to mention a lighter feel of the kite and 
more responsive and quicker turning. 
This new technology has lead the 2010 Havoc 10m to offer the equivalent low end of 
the 2009 12m but similar high end to the 2009 10m. 
 



 

 

Build quality to be proud of ı Bumper pads on 
each leading edge strut joint all the way around 
and protective strips over all leading edge stitching 
touch zones to prevent wear 

Reinforcement all over with 
double and triple layers of 
Dacron in important areas 

 

 

 

 

 

 

 

 

 

                                     

                                

 

 

 

 

 

 

 

 

                              

Dacron reinforced 
trailing edge & 
strategically through the 
canopy for maximum 
strength, rigidity, 
responsiveness and 
durability. Along with 
the leading edge Dacron 
fortification joints, (see 
below) the canopy is 
protected by this Dacron 
outline from the forces 
exerted during a crash. 

Liquid Force have stepped the game up a level. Build quality and performance is higher than ever 
before without compromising design, graphics and usability. 

Union inflation system ı isolation clips are 
provided with all kites (not pictured) 

Sizes ς 6, 8, 10, 12, 14, 16                                                                          Complete packages and Kite only 

Designed by Tristan Cawte 

Every part of each Liquid Force kite is developed without compromise, no shortcuts no skimping. The products 
use the highest quality materials and the best designers in the world to create the premier performance kites.  

Inflate / deflate nozzles angled so as not to damage the 
canopy when left weighted down on the beach. 

Double Dacron strongly 
connecting the highest quality 
tejin canopy to the leading edge 
for extreme strength and 
durability by spreading the 
forces exerted evenly, and along 
with Dacron on the trailing 
edge -  massively reducing the 
chances of ripped canopies.  

USB 2.0 Bridle is back, simple and 
effective. Catch your kite in surf, 
roll it, tumble and it will always pop 
out ready to fly again. 


